
PRODUCT DATA: BLUE 763, BLACK 
1691, YELLOW 835 SIGNS PAINT 

1. DESCRIPTION
Special paint for road signs, pedestrian crossings, car parks and more. It is formulated
from thermoplastic acrylic resin, wear resistant special pigments and fillers. Fast drying 

and excellent covering power.
2. APPLICATIONS
For signaling public or private roads on asphalt, unpolished concrete, curbs, cars parks, 

etc..    
3. TECHNICAL CHARACTERISTICS:

Nature: Acrylic thermoplastic.

Finish: Semi matte. 

Colour: White, Black, Blue, Yellow

Density: 1,3 Kg/Litre.

Spread rate:
4-6 m2/Litre / coat depending on the 
surface.

Drying time:
Dry to touch : 10 minutes, Over-coating 
1 hour

Packaging 4 and 20 Litres 
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4. INSTRUCTIONS:
Application: Roller Brush Paint sprayer
Diluent and tools cleaning:  Solvent 104-Y
On clean surfaces, apply one or two coats, depending on needs.
On hardened concrete, sufficient porosity must be previously obtained by 
washing treatment with hydrochloric acid dissolved in 10% water or sanded if 
necessary

5. CAUTIONS.
Flammable.
Use under adequate ventilation. Avoid prolonged inhalation and use mask if 
necessary.
Stir the contents of the pack.
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